
                    TNC-8M-PAIR    
                  Professional RG8x RF Extension Cables 

Features:
Ultra high quality Belden RG8x RF cables
Belden part #9258
50 Ohm, RG-8X type
16 AWG stranded (19x29) .058" bare copper conductors
Gas-injected FPE insulation
Bare copper braid shield (95% coverage)
CM PVC jacket
Sold as pairs

Specifications:
Indoor / Outdoor
Awg- 16 
Stranding 19x29 
Material - BC - Bare Copper 
Nominal diameter – 0.058”
Insulation - Gas-injected FPE - Foam Polyethylene 
Nominal diameter – 0.155”
Outer shield - Braid BC 
Material - Bare Copper 
Coverage % -95 %
Termination – TNC – Male
Outer jacket -PVC - Polyvinyl Chloride 
Diameter - 0.242 in

Dimensions: (W x L) 
W= 0.25”/6.35mm   
L= 25' / 8M 
Shipping Weight 3 lbs (1.36kg) 
                                      

                                          Works with the following wireless systems:

               WMX-2UHF-H                               WMX-2UHF-HB                                   QR-4000N    

Specifications are subject to change without notice www.factorelectronics.com

Optional Accessories
                      DA-80-500 (pair)                                                                  TNC-TNC-F                             
               Professional remote LOG antennas                                                 TNC female to TNC female coupler 
                           TNC female                                                                         Use the coupler to extend TNC cables                           
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